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CATALOGUE
VIBRO HAMMERS

VARIABEL MOMENT

HIGH FREQUENCY

NORMAL FREQUENCY

POWER UNITS

CLAMPS
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>



HYDRAULIC  
POWER UNITS

Diesel engine
Max. hydr. power kW/HP
Max. frequency rpm
Max. oil flow L/min
Max. operating pressure bar
Total weight kg
L x W x H mm

Diesel engine
Max. hydr. power kW/HP
Max. frequency rpm
Max. oil flow L/min
Max. operating pressure bar
Total weight kg
L x W x H mm

Diesel engine
Max. hydr. power kW/HP
Max. frequency rpm
Max. oil flow L/min
Max. operating pressure bar
Total weight kg
L x W x H mm

2800

4x Volvo
1796/2444

1800
2800
350

25000
9075 x 2500 x 2530

3200

4x Volvo
2256/3068

1800
3200
350

30000
9075 x 2500 x 2730

1600

2x Volvo
1128/1534

1800
1600
350

16500
5820 x 2500 x 2530

1400

2x Volvo
898/1222

1800
1400
350

13100
5075 x 2340 x 2490

1000

2x Volvo
784/1066

1800
1000
350

11000
5075 x 2340 x 2345

900

Volvo
564/767

1800
900
350

9700
5060 x1800 x 2345

800

Volvo
564/767

1800
800
350

8500
4820 x 1800 x 2345

670

Caterpillar
403/548

2100
670
350

7600
4500 x 1740 x 2150

500

Volvo
392/533

1800
500
350

5800
4325 x 1650 x 2075

480

Volvo
294/400

1800
480
350

5500
4325 x 1650 x 2075

400

Caterpillar
242/329

2200
380
350

5650
4000 x 1650 x 1940

300

Volvo
245/333

1800
325
350

4750
3750 x 1500 x 1800
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